
システム構成•	 EtherCATスレーブモジュール

•	 最大100mbpsの転送速度	

•	 マイクロステップ制御

•	 2相バイポーラ電流駆動方式

•	 2相ステッピングモータ	ｘ2

•	 最大出力電流1.8A

•	 分解能	500～50,000	パルス/回転

•	 アドレス設定用ディップスイッチ

FEATURES

Motion Start-Kit
2-Axis Motion Controller

E-110A	(EtherCAT	Motion	Start-Kit)
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EtherCAT Serial interface Fast Ethernet, Full-Duplex

Distributed clock 0.5 / 1 / 2 / 4 ms

Cable type CAT5 UTP / STP Ethernet cable

Surge protection 10 KV

Transmission speed 100 Mbps

CiA402 Device Profile CSP, PP, Home

MI/O input signal PEL x2, MEL x2, ORG x2, and EMG

User I/O 4DI, 2DO

Position control Incremental / Absolute mode
Data range : 32 bits

Homing mode ORG, EZ, Limit & totally 31 types

Driver Input voltage 24VDC

Drive model 2-phase, bi-polar current driving system

Resolution 4,000 pulse/ revolution depends on motor

Current setting 1.8A / axis
Selected : configured by software

LED indicator PWR, RUN, ERR, PEL, MEL, ORG, EMG

Power consumption 3.1W typical (130mA/24VDC) no load

Ambient temperature In use: 0 ~ 50°C;
In storage: -20 ~ 70°C

Humidity In use: 35 ~ 85% (Non-condensing);
In storage: 10 ~ 90% (Non-condensing)

Vib. resist 0.5G

仕様

Motion Start-Kit
2-Axis Motion Controller

Specifications
E-110A	(EtherCAT	Motion	Start-Kit)


