
FEATURES

Multi-Service IoT Gateway 

ReliaGATE 10-05

• ARM Powered®

• IoT Ready

• インダストリアルグレード

• バックアップバッテリを実装

• 優れたコンパクト性

• オープン プラットフォーム

• カスタマイズ性 

ReliaGATE10-05は、インダストリアル向けのアプリケ 
ーションに必要とされる、グローバルな認証に準拠す
るよう設計された、コンパクトで効率的なIoTゲート
ウェイです。

コンパクトで 軽量なReliaGATE 10-05は、設置がとて
も容易で、DINバーアダプタにもオプションとして対
応しています。ReliaGATE 10-05 は、Oracle Java SE 
Embedded 8 Virtual Machine と、オープンソースの
IoTゲートウェイ・ミドルウェアである Eclipse Kura の
エンタープライズ版であるEveryware™ Software 
Framework (ESF)を実装しています。

Eurotechにより展開およびサポートされているESF
は、高度なセキュリティ、診断プロビジョニング、そ
してリモートアクセス機能を追加し、EurotechのIoT
インテグレーションプラットフォームである 
Everyware™ Cloud (EC)との完全な統合を実現してい
ます。
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       SOFTWARE

OS Yocto Linux

SDK Yocto-based Eclipse Tooling

IoT Framework Oracle Java SE Embedded Version 8 - Everyware Software Framework (Java/OSGi)

Ordering code: REGATE-10-05-XX

REGATE-10-05-31 REGATE-10-05-32 REGATE-10-05-33 REGATE-10-05-34
PROCESSOR CPU NXP i.MX285, 454MHz, 1 Core

MEMORY RAM 512MB DDR2

STORAGE
Embedded 4GB eMMC

Other 1x microSD Slot (User Accessible)

I/O
INTERFACES

Ethernet 1x 10/100Mbps - RJ45

USB 1x Host 2.0 (Noise and Surge Protected) - Type A

Serial
1x RS-232 (Surge Protected, 3 Wires), 

1x RS-485 (Surge Protected, with Termination and Fail-safe Resistors)
1x Serial Console RS-232

RADIO
INTERFACES

Cellular No 2G, Integrated No 3G, Integrated

Wi-Fi / BT No b/g/n, BLE

Antennas 
(external)

1x SMA Cellular, 1x RSMA Wi-Fi/Bluetooth

OTHER

UPS Integrated Li-ion Battery (3.7V, 170mAh), Safe Shutdown and Restore Power State

Ext. watchdog Yes

LEDs 1x Power, 1x Cellular Status, 2x Programmable (Dual Color Green/Amber)

Buttons 1x Reset, 1x Programmable

SIM slot 1x microSIM (User Accessible)

POWER
Input 9-36VDC (Nominal 24VDC), with Transient/Surge/Noise/Reverse Polarity/Overvoltage Protection

Consumption 1.5W Idle

ENVIRONMENT
Operating Temp 0 to +60°C

Storage Temp - 40 to +85°C

CERTIFICATIONS

Regulatory CE, FCC

Safety UL 60950

Environmental RoHS2; REACh

Wi-Fi / BT Radio CE (RED), FCC

Cellular CE (RED), FCC, PTCRB, AT&T

IoT Platform Microsoft Azure Certified

Ingress IP40

MECHANICAL
Enclosure Material: ABS and Aluminium  -  Color: Blue and Aluminum

Dimensions 112x68x37mm (LxWxH)  -  Without SMA Connectors




